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InstallHtheHSeanetHProHV(HSoftwareHbyHinsertingH

theHHammerheadHInstallationHCDTROMHintoHtheH

computerHTHifHitHdoesHnotHstartHupHautomaticallyH

navigateHtoHtheHCDTROMHdriveHandHselectH

dAutorunqexed

TheHinstallationHwillHcopyHallHnecessaryHdriversH

toHtheHcomputerHsoHallHthatHisHnowHrequiredHisH

toHconnectHtheHinterfaceHboxHviaHaHspareHUSBH

port

LaunchHtheHdDeviceHManagerdHvonHH

WindowsHkxHpressHtheHWindowsH

buttonHandHtypeHdDeviceHManagerd"

FindHtheHdPortsdHsectionHandHmakeH

aHnoteHofHtheHnewHCOMHportqHHIfHinH

doubtxHremoveHtheHUSBHconnectorH

andHreTinsertHtoHverifyHwhichHCOMH

portHisHtheHInterfaceHBox

ConnectHtheHpowerHthroughHeitherH

DCHorHACHTHtheHdPowerHConnecteddH

lightHwillHcomeHon

ConnectHtheHUSBHleadHTHnoteHthatH

theHwhiteHarrowHshouldHbeHonHtheH

topHofHtheHUSBHleadq

EnsureHallHconnectionsHareHscrewedHinHtightlyHforHaHgoodHsealq

ConnectHtheHsonarHheadHatHtheH

frontHofHtheHinterfaceHboxHbutHdoH

notHturnHonHtheHsonarHpowerHuntilH

theHsoftwareHisHinstalled

To Connect the Interface Box

DoHnotHpowerHtheHsonarHyet

LaunchHSeanetHSetupHandHgoHtoHdComHSetupdHfromHtheHdUtilitiesdH

menuHTHtheHfollowingHdialogHboxHshouldHbeHdisplayedqHHClickHonH

theHdirectionHarrowsHforHtheHdCOMHPortdHofHtheHdAifdHdeviceHtoH

changeHitHtoHtheHCOMHPortHforHtheHInterfaceHBoxq

TheHdStatusdHshouldHchangeHtoHdOKd

CloseHtheHSeanetHSetupHprogramHandHlaunchHSeanetHProqHH

ThisHwillHbringHupHtheHdSingleHSonardHscreenHandHenableH

communicationHwithHtheHHammerhead

To Connect and Test the Sonar

CheckHtheHOTringHsealHonHtheHcableHeveryH

timeHitHisHconnectedHvevenHifHtheHsonarHisH

beingHtestedHinHair"qHHOTringsHdegradeH

overHtimexHespeciallyHifHleftHinHdirectH

sunlightHforHextendedHperiodsq

TheHconnectorHcanHonlyHbeHorientatedHoneHwayHsoH

makeHsureHtheHpinsHlineHupHandHthenHpushHitHtoHfit

TightenHtheHboltsHwithHtheHHexH

keyHprovidedHandHensureHaHgoodH

secureHfitHtoHtheHwaterblock

IfHtestingHonHaHbenchHmakeHsureHthatH

theHtransducerHheadHisHfreeHtoHrotate

The Gimbal Ring

NormallyHtheHHammerheadHwillHbeHsuppliedHwithHtheHgimbalHringH

alreadyHattatchedxHhoweverxHforHcleaningHtheHunitHitHmayHbeH

necessaryHtoHremoveHtheHringHandHreplaceHitqHHForHthisHtaskHaHflatH

screwdriverHandH)mmHhexHkeyHareHrequired

TheHgimbalHringHisHmadeHupHofH

threeHmainHcomponentsHTHtheH

stainlessHsteelHgimbalHringHandH

twoHblackHacetalHhalfHshellsHofHtheH

clampHring

FirstHuseHaHscrewdriverHtoHremoveH

theHgimbalHringHfromHtheHclampH

ringq

NoteHforHreTassemblyHthatHtheseH

twoHboltsHshouldHbeHinsertedHflushH

withHtheHgimbalHringHandHshouldH

haveHplasticHwashersHbetweenHtheH

gimbalHringHandHtheHclampHring

UseHtheH)mmHhexHkeyHtoH

removeHtheH,HboltsHholdingH

togetherHtheHtwoHhalfHshells

TheHclampHringHcanHnowH

beHsplitHinHtwoHandH

removedHfromHtheH

HammerheadHbody
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Assembly of the Tripod

TheGtripodGisGmadeGupGofGtheGfollowingGcomponents:

�GLGlegs

�GTopGsectionGwithGhanger

�GGimbalGarrangmentG.mayGalreadyGbeGattachedGtoGtheGsonarx

FirstCGtakeGtheGtopGsectionG

andGlieGflatGonGtheGfloorG.itG

mayGbeGnecessaryGtoG

collapseGtheGhangerxH

FullyGextendGoneGlegGbyG

openingGoutGandGslideG

securingGringGintoGposition

OnceGtheGtripodGisGuprightGmakeGsureGtheGsideGsupportsGareG

correctlyGtensionedH

ScrewGtheGadjusterGuntilGtheGthreadedGpiecesGmeetGinGtheGmiddleH

RepeatGthisGprocedureGforGtheG

otherGtwoGlegsGandGthenGliftGtheG

tripodGtoGanGuprightGposition

ConnectGtheGlegsGtogetherGusingGtheGspecialGclipsHGAdjustGtheGangleGofG

theGlegGbyGscrewingGorGunscrewingGinGorderGthatGtheGclipGcanGfit

RotateGtheGlegGsoGtheGclipG

canGreachGtheGeyeG

MakeGsureGclipGgoesG

throughGbothGeyes

ToGfitGtheGsonarGheadGliftGitGupG

throughGtheGtopGplateCGrotateG

untilGtheGlugsGlineGupGwithGtheirG

socketsGandGthenGlowerGitGuntilG

theGtripodGtakesGtheGweightHGG

CloseGtheGlockingGplatesGandG

fastenGtheGthumbscrewsH

Troubleshooting

ForGdetailedGtroubleshootingGguidelinesGseeGtheG

HammerheadGSonarGProductGManualH

TheGmostGcommonGproblemsGariseGfromGdataG

connectionGorGpowerGleadsGbeingGincorrectlyGinstalledH

�GCheckGthatGtheGsonarGisGconnectedGtoGtheG

InterfaceGBoxGandGthatGitGisGconnectedGtoGtheG

PC

�GTheGinterfaceGboxGshouldGhaveGpowerGandG

theGpowerGLEDGshouldGbeGilluminated

�GCheckGtheGconnectionGtoGtheGcomputerHGG

RemoveGtheGUSBGleadCGwaitGaGmomentGandG

thenGreAinsertGitHGGVerifyGthatGWindowsGisG

correctlyGdetectingGtheGInterfaceGBox

AnotherGcommonGproblemGisGifGSeanetGProGhasGbeenG

usedGwithGotherGsonarsGitGwillGshowGmoreGthanGoneG

sonarGdisplayGonGtheGscreenHGGMakeGsureGthatG(SingleG

Sonar(GisGselectedGfromGtheGApplicationGmenu

ToGfixGtheGmicronG

responderGmountGtoGtheG

topGofGtheGHammerheadG

tripodGfirstGholdGtheGbaseG

ofGtheGmountGunderneathG

theGcorrectGholeG

Help & Support

ForGdetailedGinstructionsGonGtheGuseGandGsetupGofGtheG

HammerheadGSonarGpleaseGreferGtoGtheGProductGManualGandG

alsoGtheGSoftwareGManualGforGtheGSeanetGProGapplicaitonHGGIfCG

howeverCGthereGisGanGissueGthatGremainsGunresolvedCGpleaseG

contactGcustomerGsupportGwhoGwillGbeGpleasedGtoGhelp

Micron Responder Mount

ScrewGtheGtopGsectionG

downGontoGtheGbaseGuntilG

itGisGsecuredGtightly

TheGtripodGplateGshownG

withGtheGresponderG

mountGfittedGtoGitG

PlaceGtheGtopGplateGonGtheG

floorGandGalignGtheGlegG

withGtheGholeH

OnceGalignedGproperlyGitG

shouldGpushGinGeasilyH

MakeGsureGtheGlegGisG

pushedGallGtheGwayGinH


